
The engine turntable was a fixed circle made of heavy iron and
able to carry the heaviest engines or wagons. It consisted of a
heavy wooden frame with an iron top, on which was secured
two fixed rail lines. The turntable ran on wheels around a
circlar rail line below it, allowing the turntable and engine to
access the correct shed track. The correct engine to shed
positioning was achieved by moving a two hand level. Once
locked in position, the turntable could move and access any of
the shed locations.  It was usually operated by two men.

The Eniskillen & Cavan distant signals were about 3/4 of a mile from the station.
The Eniskillen & Cavan outer home signal was about 1/4 of a mile from the station.
The Eniskillen & Cavan home signal was about 400yards from the station.
All home signals and crossing point were worked from  the signal cabins. These
were all lit during the hours of darkness with ‘red’ showing danger and ‘green’ for
proceed ahead. There were also other small signal arms on the ‘home signal’
which were also used at different times.
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This map is an interpretation of Clones Station taken from the
memories and hand drawn sketch by Dan Kerr who worked on
the G.N.R.I and C.I.E. for 18 years. Dan is pictured here outside
his house on Annalore Street, Clones with dog “Spot” in 1940.
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Clones Railway Station opened on 7th July 1858 and operated until 31st December 1958

100 years serving the people of Clones and North Monaghan

JUBILEE ROAD LATER
KNOWN AS 98TH AVENUE.

Pictured here are some of the last passengers
standing at Clones Railway Station in the late 1950’s.


